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(2) Manufacturers must use one of 
the following approaches for facili-
tating variation in the geographic dis-
tribution of individual security codes: 

(i) Provide a means for the user to 
readily select from among at least 256 
possible discrete digital codes. The 
cordless telephone shall be either in a 
non-operable mode after manufacture 
until the user selects a security code or 
the manufacturer must continuously 
vary the initial security code as each 
telephone is produced. 

(ii) Provide a fixed code that is con-
tinuously varied among at least 256 dis-
crete digital codes as each telephone is 
manufactured. 

(iii) Provide a means for the cordless 
telephone to automatically select a dif-
ferent code from among at least 256 
possible discrete digital codes each 
time it is activated. 

(iv) It is permissible to provide com-
binations of fixed, automatic, and user- 
selectable coding provided the above 
criteria are met. 

(3) A statement of the means and pro-
cedures used to achieve the required 
protection shall be provided in any ap-
plication for equipment authorization 
of a cordless telephone. 

[56 FR 3785, Jan. 31, 1991, as amended at 63 
FR 36603, July 7, 1998; 66 FR 7580, Jan. 24, 
2001] 

RADIATED EMISSION LIMITS, ADDITIONAL 
PROVISIONS 

§ 15.215 Additional provisions to the 
general radiated emission limita-
tions. 

(a) The regulations in §§ 15.217 
through 15.257 provide alternatives to 
the general radiated emission limits 
for intentional radiators operating in 
specified frequency bands. Unless oth-
erwise stated, there are no restrictions 
as to the types of operation permitted 
under these sections. 

(b) In most cases, unwanted emis-
sions outside of the frequency bands 
shown in these alternative provisions 
must be attenuated to the emission 
limits shown in § 15.209. In no case shall 
the level of the unwanted emissions 
from an intentional radiator operating 
under these additional provisions ex-
ceed the field strength of the funda-
mental emission. 

(c) Intentional radiators operating 
under the alternative provisions to the 
general emission limits, as contained 
in §§ 15.217 through 15.257 and in Sub-
part E of this part, must be designed to 
ensure that the 20 dB bandwidth of the 
emission, or whatever bandwidth may 
otherwise be specified in the specific 
rule section under which the equip-
ment operates, is contained within the 
frequency band designated in the rule 
section under which the equipment is 
operated. The requirement to contain 
the designated bandwidth of the emis-
sion within the specified frequency 
band includes the effects from fre-
quency sweeping, frequency hopping 
and other modulation techniques that 
may be employed as well as the fre-
quency stability of the transmitter 
over expected variations in tempera-
ture and supply voltage. If a frequency 
stability is not specified in the regula-
tions, it is recommended that the fun-
damental emission be kept within at 
least the central 80% of the permitted 
band in order to minimize the possi-
bility of out-of-band operation. 

[54 FR 17714, Apr. 25, 1989, as amended at 62 
FR 45333, Aug. 27, 1997; 67 FR 34855, May 16, 
2002; 69 FR 3265, Jan. 23, 2004; 70 FR 6774, Feb. 
9, 2005] 

§ 15.216 Disclosure requirements for 
wireless microphones and other low 
power auxiliary stations capable of 
operating in the core TV bands. 

(a) Any person who manufactures, 
sells, leases, or offers for sale or lease, 
low power auxiliary stations capable of 
operating in the core TV bands (chan-
nels 2–51, excluding channel 37) is sub-
ject to the following disclosure require-
ments: (1) Such persons must display 
the consumer disclosure text, as speci-
fied by the Wireless Telecommuni-
cations Bureau and the Consumer and 
Governmental Affairs Bureau, at the 
point of sale or lease of each such low 
power auxiliary station. The text must 
be displayed in a clear, conspicuous, 
and readily legible manner. One way to 
fulfill the requirement in this section 
is to display the consumer disclosure 
text in a prominent manner on the 
product box by using a label (either 
printed onto the box or otherwise af-
fixed to the box), a sticker, or other 

VerDate Mar<15>2010 10:46 Dec 11, 2012 Jkt 226205 PO 00000 Frm 00832 Fmt 8010 Sfmt 8010 Y:\SGML\226205.XXX 226205w
re

ie
r-

av
ile

s 
on

 D
S

K
5T

P
T

V
N

1P
R

O
D

 w
ith

 


		Superintendent of Documents
	2013-06-14T15:25:07-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




